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(Not for use in New York or California) 

 
SUPPLEMENTAL LABELING 

ATRAZINE 4L 
Herbicide 

EPA Reg. No. 66222-36 
FOR SEASON–LONG WEED CONTROL IN CORN, SORGHUM, AND CERTAIN OTHER CROPS 

 

ACTIVE INGREDIENTS:  % BY WT. 
Atrazine: 2-chloro-4-ethylamino-6-isopropylamino-s-triazine............................................. 42.9% 
Related Compounds: ........................................................................................................... 0.7% 
INERT INGREDIENTS: ..................................................................................................... 56.4% 
 TOTAL     100.0% 

Contains 4 lbs. active ingredient per gallon. 
 

DIRECTIONS FOR USE 
• It is a violation of Federal law to use this product inconsistent with its labeling. 
• This supplemental labeling must be in the possession of the user at the time of pesticide 

application.   
• Follow all applicable directions, restrictions, Worker Protection Standard requirements, and 

precautions on the EPA registered label.   
• This supplemental label is not yet approved for use in the states of California and New 

York.   
 

ENVIRONMENTAL HAZARDS 
Atrazine can travel (seep or leach) through soil and can enter ground water which may be 
used as drinking water.  Atrazine has been found in ground water.  Users are advised not to 
apply atrazine to sand and loamy sand soils where the water table (ground water) is close to 
the surface and where these soils are very permeable, i.e., well-drained.  Your local 
agricultural agencies can provide further information on the type of soil in your area and the 
location of ground water. 
 

This product must not be mixed or loaded within 50 ft. of intermittent streams and rivers, 
natural or impounded lakes and reservoirs.  This product must not be applied within 66 ft. of 
points where field surface water runoff enters perennial or intermittent streams and rivers or 
within 200 ft. of natural or impounded lakes and reservoirs.  If this product is applied to highly 
erodible land, the 66-ft. buffer or setback from runoff entry points must be planted to crop, 
seeded with grass, or other suitable crop. 
 

This product must not be mixed or loaded or used within 50 ft. of all wells, including 
abandoned wells, drainage wells, and sink holes.  Operations that involve mixing, loading, 
rinsing, or washing of this product into or from pesticide handling or application equipment or 
containers within 50 ft. of any well are prohibited, unless conducted on an impervious pad 
constructed to withstand the weight of the heaviest load that may be positioned on or moved 
across the pad.  Such a pad shall be designed and maintained to contain any product spills or 
equipment leaks, container or equipment rinse or wash water, and rain water that may fall on 

RESTRICTED USE PESTICIDE 
(DUE TO GROUND AND SURFACE WATER CONCERNS) 

FOR RETAIL SALE TO AND USE ONLY BY CERTIFIED APPLICATORS OR PERSONS UNDER 
THEIR DIRECT SUPERVISION, AND ONLY FOR THOSE USES COVERED BY THE 

CERTIFIED APPLICATOR’S CERTIFICATION. 
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the pad.  Surface water shall not be allowed to either flow over or from the pad, which means 
the pad must be self-contained.  The pad shall be sloped to facilitate material removal.  An 
unroofed pad shall be of sufficient capacity to contain at a minimum 110% of the capacity of 
the largest pesticide container or application equipment on the pad.  A pad that is covered by a 
roof of sufficient size to completely exclude precipitation from contact with the pad shall have a 
minimum containment of 100% of the capacity of the largest pesticide container or application 
equipment on the pad.  Containment capacities as described above shall be maintained at all 
times.  The above-specified minimum containment capacities do not apply to vehicles when 
delivering pesticide to the mixing/loading sites. 
 

Additional state imposed requirements regarding well-head setbacks and operational area 
containment must be observed. 
 

Users of atrazine in the state of Minnesota are encouraged to reference the Minnesota Water 
Quality Best Management Practices for Agricultural Herbicides found at 
www.mda.state.mn.us/herbicidebmps.  
 

One of the following restrictions must be used in applying atrazine to tile-outletted terraced 
fields containing standpipes: 
• Do not apply this product within 66 ft. of standpipes in tile-outletted terraced fields. 
• Apply this product to the entire tile-outletted terraced field and immediately incorporate it to 

a depth of 2-3 inches in the entire field. 
• Apply this product to the entire tile-outletted terraced field under a no-till practice only when 

a high crop residue management practice is practiced.  High crop residue management is 
described as a crop management practice where little or no crop residue is removed from 
the field during and after crop harvest. 

 

This pesticide is toxic to aquatic invertebrates.  Do not apply directly to water, to areas where 
surface water is present, or to intertidal areas below the mean high water mark.  Do not apply 
when weather conditions favor drift from treated areas.  Runoff and drift from treated areas 
may be hazardous to aquatic organisms in neighboring areas.  Do not contaminate water when 
disposing of equipment wash waters. 
 

See additional precautionary statements and directions for use on the master label attached to 
the container. 
 
 


